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Cisco Meraki MS Series Cloud Managed Switches are best in class cloud managed connectivity solutions designed for 
ease of deployment and management! The different switches are ideal for different types of environments, though all 
Meraki Switches come with the Enterprise Security License and Support Subscription. Check out the chart below to find the 
right switch for you. 

	
 MS120-8 MS120-24 MS210 MS220 MS225 

Best for 
Small business 

Branch 
Home office 

Small business 
Branch 

Home office 

SMBs 
Branch 

Small campus 

Small business 
Branch 

Home office 

SMBs 
Branch 

Small campus 

Layers Layer 2 Layer 2 Layer 2 Layer 2 Layer 2 

Ports 
8 port Gigabit 

Ethernet 

24 port Gigabit 
Ethernet 

48 port Gigabit 
Ethernet 

24 port Gigabit 
Ethernet 

48 port Gigabit 
Ethernet 

8 port Gigabit 
Ethernet 

24 port Gigabit 
Ethernet 

48 port Gigabit 
Ethernet 

Uplink 2 × 1GbE SFP uplink 4 x 1GbE SFP uplink 4 x 1GbE SFP uplink 
2 × SFP for 1G 

uplink 
4 x 10GbE SFP+ 

uplink 

PoE 
capabilities 

67W PoE/PoE+ (LP 
model) 

124W PoE/PoE+ (FP 
model) 

370W PoE/PoE+ (P, 
LP models) 

740W PoE/PoE+ (FP 
model) 

370W PoE/PoE+ (P, 
LP models) 

740W PoE/PoE+ (FP 
models) 

124 W PoE / PoE+ (P 
model) 

370W (P, LP models) 
740W (FP models) 

Power 
Configuration 

External power 
supply for MS120-8 

& MS120-8 LP 
Internal power 

supply for MS120-8 
FP 

Internal power 
supply 

Internal 
Optional RPS 

interface (Requires 
RPS-2300 chassis) 

Internal power 
supply 

Internal power 
supply 

Optional RPS 
interface (Requires 
RPS-2300 chassis) 

Stacking 
Capabilities 

Virtual stacking only Virtual stacking only 

Physical stacking up 
to 8 switches - 80 

Gbps stack 
bandwidth 

Virtual stacking 

Virtual stacking only 

Physical stacking up 
to 8 switches - 80 

Gbps stack 
bandwidth 

Virtual stacking 

Routing 
Capabilities 

Dynamic Host 
Configuration 
Protocol Relay 

Dynamic Host 
Configuration 
Protocol Relay 

Static Only 
Dynamic Host 
Configuration 
Protocol Relay 

Static Only 
Dynamic Host 
Configuration 
Protocol Relay 

Static Only 
Dynamic Host 
Configuration 
Protocol Relay 

Cloud 
Management      

Monitoring 
     

Diagnostics 
     

Models 
MS120-8-HW 

MS120-8LP-HW 
MS120-8FP-HW 

MS120-24-HW 
MS120-24P-HW 
MS120-48-HW 

MS120-48LP-HW 
MS120-48FP-HW 

MS210-24-HW 
MS210-24P-HW 
MS210-48-HW 

MS210-48LP-HW 
MS210-48FP-HW 

MS220-8 
MS220-8P 

MS225-24-HW 
MS225-24P-HW 
MS225-48-HW 

MS225-48LP-HW 
MS225-48FP-HW 
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 MS250 MS350 MS410 MS425 

Best for 
Medium business 

Branch 
Campus 

Enterprise business 
Campus 

Enterprise business 
1G fiber aggregation 

Enterprise business 
10G fiber aggregation 

Layers Layer 3 Layer 3 Layer 3 Layer 3 

Ports 

24 port Gigabit 
Ethernet 

48 port Gigabit 
Ethernet 

24 port Gigabit 
Ethernet 

48 port Gigabit 
Ethernet 

8 port XGigabit 
Ethernet (24X model only) 

16 port Gigabit 
Ethernet 

32 port Gigabit 
Ethernet 

16 port 10Gigabit 
Ethernet 

32 port 10Gigabit 
Ethernet 

Uplink 4 x 10GbE SFP+ uplink 4 x 10GbE SFP+ uplink 

2 x 10GbE SFP+ uplink 
(MS410-16) 

4 x 10GbE SFP+ uplink 
(MS410-32) 

2 x 40GbE QSFP+ 
uplink 

PoE 
capabilities 

370W (P, LP models) 
740W (FP models) 

370W (P, LP models) 
740W (24X, FP models) 

  

Power 
Configuration 

Modular power 
supplies 

PSUs: field replaceable 
Redundant PSU is 

optional 

Modular power 
supplies 

Redundant PSU is 
optional 

Modular power 
supplies 

Redundant PSU is 
optional 

Modular power 
supplies 

Redundant PSU is 
optional 

Stacking 
Capabilities 

Physical stacking up to 
8 switches - 80 Gbps 

stack bandwidth 
Virtual stacking 

Physical stacking up to 
8 switches - 160 Gbps 

stack bandwidth 
Virtual stacking 

Physical stacking up to 
8 switches - 160 Gbps 

stack bandwidth 
Virtual stacking 

Physical stacking up to 
8 switches - 160 Gbps 

stack bandwidth 
Virtual stacking 

Routing 
Capabilities 

Static + Dynamic 
Dynamic Host 

Configuration Protocol 
Server + Relay 

Warm spare (VRRP) 

Static + Dynamic 
Dynamic Host 

Configuration Protocol 
Server + Relay 

Warm spare (VRRP) 

Static + Dynamic 
Dynamic Host 

Configuration Protocol 
Server + Relay 

Warm spare (VRRP) 

Static + Dynamic 
Dynamic Host 

Configuration Protocol 
Server + Relay 

Warm spare (VRRP) 

Cloud 
Management    

 

Monitoring 
   

 

Diagnostics 
   

 

Models 

MS250-24-HW 
MS250-24P-HW 
MS250-48-HW 

MS250-48LP-HW 
MS250-48FP-HW 

MS350-24-HW 
MS350-24P-HW 
MS350-24X-HW 
MS350-48-HW 

MS350-48LP-HW 
MS350-48FP-HW 

MS410-16-HW 
MS410-32-HW 

MS425-16-HW 
MS425-32-HW 

 
Shop all Meraki MS Series Switches on our website. If you need additional help deciding on the right access point to get 
you can also contact us for a custom quote. 


